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LEAD FLASHING 30” SQ. MIN. [762] SET
IN MASTIC, WRAPPED DOWN 2" MIN. [51mm)],
PRIME TOP SURFACE BEFORE FLASHING

HPR MODIFIED MEMBRANE MIN. 48" [1219mm]

STRAINER
CLAMPING RING

BASE FLASHING PLY
40" [1016mm)]

BASE PLY
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CONCRETE DECK

DECK CLAMP

TAPER INSULATION 24" MIN. [610mm]
FROM CENTER OF DRAIN, STAGGER

REPLACE ENTIRE DRAIN DOWN TO
CONDUCTOR PIPE

ALL JOINTS, FASTEN PER SPECIFICATION

DETAIL (1)

ROOF DRAIN

N

TWO PLY-COLD APPLIED

12" MIN.
[305mm]
4" MIN. |
‘ [102mm]
et !
/ // / / // / /

DETAIL (D)

ROLL DOWN LEAD FLASHING 1”7 MIN

[25mm] DOWN INTO PIPE

PLUMBING VENT STACK

POLYURETHANE
SEALANT

HPR MODIFIED MEMBRANE
FLASHING PLY 12" MIN.
[305mm] ON FIELD

BASE FLASHING PLY
8” MIN. [203mm]
ON FIELD

—BASE PLY

HPR MODIFIED
MEMBRANE \

N

PLUMBING STACK

TWO PLY-COLD APPLIED

\ CONCRETE DECK

SET LEAD FLANGE IN
MASTIC, PRIME FLANGE
BEFORE STRIPPING

INSULATION, STAGGER
ALL JOINTS, FASTEN
PER SPECIFICATION

ALL PLIES SET IN MODIFIED COLD ADHESIVE
SEE SPECIFICATIONS FOR SURFACING

NOTE: ALL WORK WILL HAVE TO
BE DONE ON WEEKENDS.

ALL PLIES SET IN MODIFIED COLD ADHESIVE
SEE SPECIFICATIONS FOR SURFACING

8" MIN.
[203mm]

BOLTS WITH
NEOPRENE WASHERS

HPR FLASHING FASTENED
8" 0.C. [203mm]

NEOPRENE PAD

METAL CAP SECURED
APPROX. 24" 0.C.
[610mm] W/ FASTENERS
& NEOPRENE WASHERS

HPR MODIFIED MEMBRANE
FLASHING PLY 9" MIN.
[228mm] ON FIELD

BASE FLASHING PLY

6" MIN. [152mm]
ON FIELD

HPR MODIFIED
MEMBRANE

BASE PLY

B. EXISTING ROOF IS SATURATED WITH A
LARGE AMOUNT OF WATER. PUMP ALL
WATER OUT PRIOR TO DEMO OF ROOF.

C. EXISTING CEILING BELOW IS PLASTER
AND WILL NEED TO BE CUT AND
PATCHED FOR ALL PLUMBING AND

CONCRETE DECK

INSULATION, STAGGERA
ALL JOINTS, FASTEN
PER SPECIFICATIONS

DETAIL (3)

N

PRE—MANUFACTURED EQUIPMENT CURB
TWO PLY-COLD APPLIED

VENT

O EXISTING AIR INTAKE PIPE

REMOVE EXISTING RAISED
CURB AND INFILL OPENING
WITH CONCRETE.

APPROX. 40" DIA.

)

4»110% EXISTING ABANDONED

PIPE BACK TO MAIN AND CAP.
PROVIDE 1/8" THICK STEEL

PLATE OVER OPENING.

4>

PIPE SUPPORTS

\
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VENT

REMOVE EXISTING RAISED
CURB AND INFILL OPENING
WITH CONCRETE.

APPROX. 40" DIA.

PITCH INSULATION

TO DRAIN
—

ROOFING WORK.
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NOTES:

1. PROTECT LOWER ROOF AND AREAS AT GRADE BENEATH WORK AREA.
2. INSTALL OSHA APPROVED FALL PROTECTION AROUND THE PERIMETER OF THE 9.

ROOF.

3. REMOVE THE EXISTING ROOF MEMBRANE, INSULATION, UNDERLAYMENT, ETC. DOWN

TO THE EXISTING CONCRETE DECK.

4. REMOVE GLUES, ASPHALT AND OTHER ADHESIVES TO PROVIDE A UNIFORM AND  11.

ROOF PLAN

SCALE: 1/8"=1-0"

THE RECOVERY BOARD.

ADHESIVE OVER BASE PLIES.

EVEN SUBSTRATE TO THE INDUSTRY STANDARD IN PREPARING FOR ROOF

INSTALLATION.

HOT AIR WELD ALL SEAMS.

\_ REPLACE EXISTING ROOF DRAIN
IN ITS ENTIRETY AND RECONNECT
TO EXISTING PIPING IN CEILING BELOW.

8. ADHERE 3" RECOVERY BOARD OVER THE INSTALLED INSULATION.
INSTALL TWO PLIES OF ELASTOPHIENE BASE MEMBRANE IN COLD ADHESIVE OVER

10. ADHERE ONE PLY OF ELASTOPIENE 180 GRANULATED CAP PLY IN COLD

13. MECHANICALLY ATTACH 4" CDX PLYWOOD ON THE INSIDE OF THE PARAPET
WALLS AND OVER THE TOP OF THE NEW PARAPET WALL WOOD BLOCKING.

5. INSPECT THE DECK FOR VISIBLE DETERIORATION. INFORM THE OWNER AND

~— REMOVE EXISTING ABANDONED
PIPE BACK TO MAIN AND CAP.
PROVIDE 1/8” THICK STEEL
PLATE OVER OPENING.

15. APPLY ONE BASE PLY OF SOPLENE STICK OVER THE PRIMED AREAS.

BASE PLY.

16. ADHERE ONE PLY OF COLPHENE GR WHITE MEMBRANE OVER THE INSTALLED

17. FLASH THE AIR INTAKE SUPPORT RAILS, VENT STACKS, DRAIN AND SCUPPERS
TO MANUFACTURERS APPROVED DETAILS.

18. REMOVE TWO ABANDONED PIPES BACK TO MAINS AND SET A §" STEEL PLATE
OVER THE OPENINGS IN THE ROOF DECK PRIOR TO INSTALLING VAPOR BARRIER.

20. SHOP FABRICATE AND INSTALL NEW 24 GAUGE STAINLESS STEEL COUNTER
FLASHING ON THE TOP EDGE OF THE WALL FLASHING.

24" MAX

[610mm]

\

'\

METAL COPING, SEE DETAILS ON DWG. A110

FASTENERS APPROX. 24" 0.C. [610mm)]
WITH NEOPRENE WASHERS THROUGH
PRE—PUNCHED ELONGATED HOLES

SLOPE PER SPECIFICATION

CONTINUOUS  CLEAT
FASTENED 6" 0.C. [152mm]

HPR MODIFIED MEMBRANE FLASHING PLY
9” MIN [228mm] ON FIELD

BASE FLASHING PLY 6” MIN.
[152mm] ON FIELD

HPR MODIFIED MEMBRANE

BASE PLY

INSULATION STAGGER
ALL JOINTS, FASTEN
PER SPECIFICATION

ALL PLIES SET IN MODIFIED COLD ADHESIVE
SEE SPECIFICATIONS FOR SURFACING

DETAIL (%)

COPING CAP

N

TWO PLY-COLD APPLIED

AREA OF WORK
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BAILEY AVE

KEY PLAN

ARCHITECT OF AREAS IN NEED OF REPAIR. 14. APPLY ELASTOCOL STICK SELF—ADHESIVE PRIMER ON THE PLYWOOD SURFACES. N
AFTER MANUFACTURERS REP FINAL INSPECTION PROVIDE 20 YEAR WARRANTY. NO SCALE
6. APPLY PRIME STICK 6 PRIMER ADHESIVE ON THE EXISTING DECK AND APPLY ONE
PLY OF SOPRA VAPOR BARRIER MEMBRANE.
7. INSTALL A FULLY TAPERED SYSTEM OF POLYISOCYANURATE INSULATION (R—24
= AVERAGE) WITH INSULATION ADHESIVE TO THE DECK. PITCH TO DRAINS.
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